1. See current catalog for additional part suffixes to indicate package quantity.

2. The fiber-duct 2x2, 4x4 and fiberrunner 2x2 wall mount "L" bracket is used to support the fiber-duct 2x2 and 4x4 solid and slotted wall channel and the fiberrunner 2x2 hinged and hinged slotted channel from any flat surface suitable to carry the weight of the pathway.

3. The fiber-duct 2x2, 4x4 and fiberrunner 2x2 wall mount "L" bracket kit includes:
   - One (1) bracket,
   - Two (2) #10-32 x 1/2" pan head slotted machine screws (FLB only)
   - Two (2) M5 x 8 x 16 pan head slotted machine screws (FLBM only)
   - Two (2) M5 helical spring lockwashers (FLB only)
   - Two (2) M5 helical spring lockwasher (FLBM only)
   - Two (2) M5 x .8 hex machine screw nuts (FLB only)
   - Two (2) M5 x .8 hex nuts (FLBM only)

4. Finish color: Yellow zinc dichromate

5. Dimensions in parentheses are in metric.

---

**PANDUIT CORP**
TINLEY PARK, ILLINOIS

**CUSTOMER DRAWING**

UNLESS OTHERWISE SPECIFIED, DIMENSIONAL TOLERANCES ARE:

\[ (X) \pm 0.03 \]
\[ (XXXI) \pm 0.01 \]
ANGLES:

\[ (X) \pm 1.0 \]

DRAWN BY: [signature]

DATE: 11-18-98

SCALE: NONE

SMALL SIZE

UNLESS OTHERWISE SPECIFIED, ALL DIMENSIONS ARE GIVEN IN INCHES, THIRD ANGLE PROJECTION.

REV  DATE  CHK  DESCRIPTION
3  7-20-06  CEF  REVISED DRAWING TITLE
E  REVISED AND REDRAWN  35245-18  RN  RN

-- -- -- --
J. REVISED MATERIAL
I. REVISED PART WEIGHT

-- -- -- --
H. REVISED GENERAL NOTES
G. REVISED CAD FILENAME

**ENG. REF.: D352458R_DC_FLB_03.prt**

**CAD FILENAME/LAYERS**

**FLB.pdf**