NOTES:

1. SEE CURRENT CATALOG FOR ADDITIONAL PART SUFFIXES TO INDICATE COLOR AND/OR PACKAGE QUANTITY.
2. THE FIBER-DUCT 2x2 AND FIBERRUNNER 2x2 OUTSIDE VERTICAL RIGHT ANGLE FITTING IS DESIGNED WITH A MINIMUM 2" (50.8) BEND RADIUS TO PROTECT FIBER OPTIC CABLES.
3. DIMENSIONS IN PARENTHESES ARE IN METRIC.

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>WEIGHT</th>
</tr>
</thead>
<tbody>
<tr>
<td>FOVRA2X2</td>
<td>0.31 LB/EACH (140g/EACH)</td>
</tr>
</tbody>
</table>

PANDUIT CORP. TINLEY PARK, ILLINOIS

FIBER-DUCT 2x2 AND FIBERRUNNER 2x2 OUTSIDE VERTICAL RIGHT ANGLE FITTING (FOVRA2X2)

CUSTOMER DRAWING

UNLESS OTHERWISE SPECIFIED,
DIMENSIONAL TOLERANCES ARE:
(±0.01) ±0.03 ±1.81 ANGLES:

DRAWN BY: MAT-L
DATE: 2-5-97
SCALE: NONE

ERG, REF. #: D35245BY_DC FOVRA2X2_04.prt