NOTES:
1. SEE CURRENT CATALOG FOR ADDITIONAL PART SUFFIXES TO INDICATE PACKAGE QUANTITY.
2. THE FIBER ROUTING 4-POST RACK BRACKET ALLOWS FOR 5/8” THREADED ROD (NOT INCLUDED) TO BE MOUNTED TO THE TOP OF A PANDUIT 4-POST RACK (CMR4P84).
3. THE FIBER ROUTING 4-POST RACK BRACKET KIT INCLUDES:
   ONE (1) STRUT METAL FRAMING CHANNEL,
   TWO (2) SQUARE NUT PEM SELF-CLINCHING ASSEMBLIES,
   TWO (2) STRUT METAL FRAMING CHANNEL U-WASHERS - 7/16” HOLE,
   TWO (2) 3/8” HELICAL SPRING LOCKWASHERS,
   TWO (2) 3/8-16x21/2” HEX HEAD CAP SCREWS,
   ONE (1) STRUT METAL FRAMING CHANNEL U-WASHER - 11/16” HOLE,
   ONE (1) 5/8” HELICAL SPRING LOCKWASHER,
   ONE (1) 5/8-11 HEAVY HEX NUT,
   ONE (1) 5/8-11 CHANNEL NUT WITHOUT SPRING
4. FINISH COLOR: BLACK (EXCEPT FOR HARDWARE).
5. DIMENSIONS IN PARENTHESES ARE IN METRIC.