NOTES:

1. SEE CURRENT CATALOG FOR ADDITIONAL PART SUFFIXES TO INDICATE PACKAGE QUANTITY.
2. THE FIBERRUNNER 4x4 AND 6x4 QUIKLOCK LADDER RACK BRACKET IS USED TO SUPPORT THE FIBERRUNNER 4x4 AND/OR 6x4 CABLE ROUTING SYSTEMS FROM A 3/8"x1 1/2" [9.5x38.1] OR A 3/8"x2" [9.5x50.8] LADDER RACK STRINGER WITHOUT THE USE OF THREADED ROD.
3. THE FIBERRUNNER 4x4 AND 6x4 QUIKLOCK LADDER RACK BRACKET INCLUDES:
   ONE (1) BRACKET ASSEMBLY.
4. FINISH COLOR: BLACK (EXCEPT FOR HARDWARE)
5. DIMENSIONS IN PARENTHESES ARE IN METRIC.

FIBERRUNNER 4x4 AND 6x4 QUIKLOCK LADDER RACK BRACKET (FR6LRB)

DRAWN BY: MSO

MSO CVV RELEASED TO PRODUCTION 37585-21 HIW HIW

REV DATE CHK DESCRIPTION ECN - R CST SUP GMSP
R 5-11-00 CVV

UNLESS OTHERWISE SPECIFIED, DIMENSIONAL TOLERANCES ARE:

(±0.03 ±0.01) ±0.03 ±0.01 ANGLES:

SCALE: NONE

DRAWING NO. 37585-21 A