NOTES:

1. See current catalog for additional part suffixes to indicate package quantity.
2. The Fiberrunner 4-2 low profile reducer is designed with a minimum 2" (50.8) bend radius to protect fiber optic cables.
3. The Fiberrunner 4-2 low profile reducer allows for fiber duct 2x2 solid or slotted wall channel or Fiberrunner 2x2 hinged or hinged slotted channel to be installed into the vertical exit of the Fiberrunner 4x4 or Fiberrunner 6x4 Quicklock vertical tee.
4. Dimension in parentheses are in metric.

Fiberrunner 4-2 Low Profile Reducer (FRLPR42BL)

Engineering Reference: D37847DH_DC_FRLPR42_02.prt

Panduit Corp.

Tinley Park, Illinois

Revision Date: 7-30-01

JHNJ

Hiw

Released to Production: 37847-75 HIW HIW HIW

Rev.

R

ECN - R

Cust Sup.

CMBHS

ABS and Steel

37847-75 A

Drawn by JHNJ

Date 7-30-01

SCL: NONE

Drawing No.

Design No.

Scale: 1" = 1.5" 1" = 1.81

Angles:

Dimensional tolerances are:

Unless otherwise specified, all dimensions are given in inches. Third angle projection.

CAD FILENAME/LAYERS: A_FRLPR42BL.pdf