NOTES:

1. SEE CURRENT CATALOG FOR ADDITIONAL PART SUFFIXES TO INDICATE PACKAGE QUANTITY.

2. THE FIBER-DUCT 2x2, 4x4 AND FIBERRUNNER 2x2 UNDER-FLOOR SUPPORT BRACKET IS USED TO SUPPORT THE FIBER-DUCT 2x2, 4x4 AND FIBERRUNNER 2x2 CABLE ROUTING SYSTEMS FROM 1" (25.4) DIAMETER OR 7/8" (22.2) SQUARE TUBE FLOOR PEDESTALS.

3. THE FIBER-DUCT 2x2, 4x4 AND FIBERRUNNER 2x2 UNDER-FLOOR SUPPORT BRACKET INCLUDES:
   ONE (1) BRACKET,
   TWO (2) 1/4-20x2x1 1/8x1 ROUND BEND U-BOLTS (FUSB ONLY),
   TWO (2) M6x1x50x28.6x24.6 ROUND BEND U-BOLTS (FUSBM ONLY),
   TWO (2) 1/4-20 HEX NUTS (FUSB ONLY),
   TWO (2) M6x1 (FUSBM ONLY),
   TWO (2) 1/4 HELICAL SPRING LOCKWASHERS (FUSB ONLY),
   TWO (2) M6 LOCKWASHERS (FUSBM ONLY),
   TWO (2) #10-32x1/2 PAN HEAD SLOTTED MACHINE SCREWS,
   TWO (2) #10 HELICAL SPRING LOCKWASHERS,
   TWO (2) #10-32 HEX MACHINE SCREW NUTS.

4. FINISH COLOR: YELLOW ZINC DICHROMATE (EXCEPT FOR HARDWARE)

5. DIMENSIONS IN PARENTHESES ARE IN METRIC.